13N0d0odd

Issue 02

Peristaltic Pump

Basic - Compact - Flow Rate - Multichannel

Ce

—— INdNdINDd IN90TVLVI



@

S

HCS SCIENTIFIC & CHEMICAL PTELTD

—
>
oo
F
m
©
“
O
O
Z

X4dNI

1INz

01

02

03

04
05

06

07

08

Compact Peristaltic Pump

LabK1 Compact peristaltic pump ... ... 1
LabS1 Compact peristaltic pump ... 1
SP MiNi PUMID 2

Flow Rates Peristaltic Pump

LabN Series flow rate peristalticpump ... 3
LabV Series flow rate peristalticpump ... ... ... 4
V Series flow rate peristalticpump ... ... 5
Vé Series flow rate peristalticpump ... 6
Lab-IV Series flow rate peristalticpump ... ... ... 7
Lab2015 Glory edition flow rate peristaltic pump ... 8

Dispensing Peristaltic Pump

LabF Series dispensing peristaltic pump ... 9

F Series dispensing peristaltic pump ....................................... 10
Fé Series dispensing peristaltic pump ... 1
IF3 Low pulsation dispensing peristaltic pump ... ... ... ... ... .. 12

Standard Peristaltic Pump

LabM Series standard peristaltic pump ... 13
N6 Series standard peristaltic pump ... ... 14

Basic Peristaltic Pump

BT-N Series basic peristaltic pump ... 15
BT-M Series basic peristaltic pump ... 16
ZG-600x Basic peristaltic pump 17
Filling Systems

Desktop filling system . e 18
Split-type filling system .. 19 -20
Intergrated filling system ...l 21-22
Industrial Peristaltic Pump

Planetary gear type peristaltic pump || ..o 23
Explosion proof peristaltic pump ..\ o 23-24
Hand sampling peristaltic pump .. ... oo e 24
Gear PUMID T e 25
Piston pump .. 26

Syringe Pump
SYFiNGe PUMP ..
Industrial syringe pump .

Split type syringe pumMp ...



Compact peristaltic pump

LabK1

ABS engineering plastic housing,
anti-corrosion, anti-static.

OLED screen display motor speed,
digital knob control speed.

Compact design, various external
control.

Easy to observe the pump head &
tubing working situation.

Low power consumption, mute
working.

Stable flow rate & suitable for
continuos dosing applications.

Digital knob control speed, memory
back up, user setting saved if power
off.

LabK1 Specifications

126

Flow rate range

0.004 - 149.23 ml/ min

Speed range

0.1 - 350 rpm reversible

Speed resolution

0.1 rpm

Speed control

Digital knob

Control method

Mechanical keyboard

Keypad lifetime

300,000 times

Display

0.96” OLED display

Communication interface

USB Connector, RS 485 interface

External control

0.5V, 4-20mA (Standard)

Power adapter

DC 12V / 1A with power adapter

Dimension (L x W x H)

180mm x 115mm x 125mm

Weight 0.8 kg
Condition temperature 0 - 40°C
Relative humidity < 80%
IP rate IP 31

Product composition and flow rate range

Model

Pump head | Speed (rpm)

LabK1 MicroPump 0.1-350

Tubing size

1%1,2%1, 3*1, 4*1 0.004 - 149.23

LabS1

ABS engineering plastic housing,
anti-corrosion, anti-static.

OLED screen display motor speed,
digital knob control speed.

Compact design, various external
control.

Easy to observe the pump head &
tubing working situation.

Low power consumption, mute
working.

Stable flow rate & suitable for
continuos dosing applications.

Digital knob control speed, memory
back up, user setting saved if power
off.

LabS1 Specifications

| Flow range (ml/min)

Flow rate range

0.0024 - 930 ml/ min

Speed range

0.1 - 350 rpm reversible

Speed resolution

0.1 rpm

Speed control

Digital knob

Control method

Mechanical keyboard

Keypad lifetime

300,000 times

Display

0.96” OLED display

Communication interface

USB Connector, RS 485 interface

External control

0.5V, 4-20mA (Standard)

Power adapter

DC 12V / 1A with power adapter

Dimension (L x W x H)

180mm x 115mm x 125mm

Weight 1.1 kg
Condition temperature 0 - 40°C
Relative humidity < 80%
IP rate IP 31

Product composition and flow rate range

Model Pump head | Speed (rpm) Tubing size Flow range (ml/min)
uD 15 0.1-350 #16, #17, #25 0.08 - 930
LabS1
Minipump 0.1-350 #13, #14, #16, #25 0.0024 - 190




Compact peristaltic pump
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SPMinipump Specifications

SPMinipump

= 304 Stainless steel housing, resisting

Flow rate range

0.0024 - 190 ml/ min

Speed range

0.1 - 300 rpm reversible

Speed resolution

0.1 rpm

Speed control

Digital knob

Motor type

Stepper motor

Display

0.96” OLED display

External control

0.5V, 4-20mA (Standard)

corrosion.

Communication interface RS 485 support MODBUS protocol
24V / 1A DC power

136mm x 113mm x 108mm

m OLED screen, display the current
motor speed & working status.

Power supply

Dimension (L x W x H)
Weight 1.6 kg
Power consumption < 15W

= Digital knob control speed, toggle
switch control direction.

= Various external control functions,

support RS485 standard MODBUS Condition temperature 0 - 40°C
protocol. Relative humidity < 80%
IP rate IP 31

Flow rate range ( Dual Channel flowrate & tubing - 1 mm wall thickness)

Rotation Speed (rpm) | ID1 mm | ID 2 mm |

ID 2.5 mm | ID3 mm
5 0.25 0.90 1.28 1.78
10 0.49 1.84 2.59 3.52
15 0.74 2.76 3.85 5.30
25 1.25 4.57 6.43 8.80
40 2.00 7.31 10.25 14.02
50 2.52 9.14 12.78 17.47
75 3.76 13.64 19.04 26.12
100 5.03 18.17 25.42 35.34
200 10.12 36.45 51.27 71.44
250 12.63 45.75 64.34 88.35
300 15.01 54.63 76.84 108.39

Flow rate range ( Single Channel flowrate & tubing - 1.6 mm wall thickness)

Rotation Speed (rpm) | #13 Tubing ID 0.8 mm

#14 Tubing ID 1.6 mm #16 Tubing ID 3.1 mm | #25 Tubing ID 4.8 mm

5 0.12 0.56 1.97 3.26
10 0.26 1.15 3.90 6.41
15 0.39 1.74 5.80 9.52
25 0.66 2.88 9.59 15.74
40 1.08 4.59 15.29 25.15
50 1.34 5.69 18.96 31.14
75 2.00 8.54 28.36 46.55
100 2.73 11.37 37.66 61.98
200 5.46 22.76 76.02 12414
250 6.81 28.40 95.08 153.63
300 8.28 33.88 114.31 190.00




Flow rate peristaltic pump

LabN Series

ABS engineering plastic housing,
anti-corrosion, anti-static.

® 3.2” Color LCD screen display.

" Flow rate and motor speed display
in the same screen.

® Timing function, time range 0.1s -
9999 hours, can be used for simple
dispensing function.

® Special for university laboratory and
research institude.

" lon chromatography and tiltrator.

" Pilot scale and industry production.

LabN Specifications

Flow rate range LabN1

0.000166 - 570 mL/ min

Flow rate range LabN3

0.000166 - 1330 mL/ min

Flow rate range LabNé

0.000166 - 2280 mL/ min

Speed resolution 0.1 rpm
Back suction angle 0 ~ 360°
Testing time range 0.1s ~ 999%h

Outlet pressure

0.8~1.0mm ;0.1 Mpa
1.6 ~2.4mm ;0.1 ~0.27 Mpa

Display

3.2" HD LCD display

Control method

Knob speed & Mechanical keypad

Keypad lifetime

300,000 times

External speed control signal

0 -5V, 0-10V, 4-20mA for option

Start/stop reversing signal

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

Output interface

Output motor working status

Powersupply AC 220V + 10% 50Hz/60Hz (Standard)
Dimension (LxWxH) 261.4mm X 157.3mm X 236.9mm
Weight 4.40 kg

Power consumption <50 W

Condition temperature 0~ 40°C

IP rate IP 31

Product composition and flow rate range

YZ1515x YZ2515x MC1~MC12 (10) MC1~MC12 (6)
0.1~ 150 rpm 0.007 ~ 570 0.17 ~ 435
0.1~ 350 rpm 0.007 ~ 1330 0.17 ~ 1015 0.000166 ~ 49 (<150rpm) 0.000185 ~ 65 (<150rpm)
0.1~ 660 rpm 0.007 ~ 2280 0.17 ~ 1740
LabN Series

External Control Schematic
Diagram
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Flow rate peristaltic pump

LabV Series

® ABS engineering plastic housing,
anti-corrosion, anti-static.

Industrial grade 4.3" true colour
LCD touch screen control.

" Flow rate and motor speed display
in the same screen.

" Support R$232 and RS485 interface,
standard MODBUS communication
protocol.

" Suitable for university laboratory and
research institude.

LabV Series Specifications

Flow rate range LabV1

0.000166 - 570 mL/ min

Flow rate range LabV3

0.000166 - 1330 ml/ min

Flow rate range LabVé

0.000166 - 2280 mL/ min

Speed range 0.1 - 660rpm
Back suction angle 0 ~ 360°
Flow rate accuracy <+0.5%

Outlet pressure

0.8~ 1.0 mm ;0.1 Mpa
1.6 ~2.4mm;0.1~0.27 Mpa

Display

Industrial grade 4.3"LCD touch screen

Control method

Touch screen & Mechanical keypad

Keypad lifetime

300,000 times

External speed control signal

0 -5V, 0-10V, 4-20mA for option

Start/stop reversing signal

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

Output interface

Open controller output

Powersupply AC 220V + 10% 50Hz/60Hz (Standard)
Dimension (LxWxH) 261.4mm X 157.3mm X 236.9mm
Weight 4.40 kg

Power consumption <50 W

Condition temperature 0~ 40°C

IP rate IP 31

Product composition and flow rate range

YZ1515x YZ2515x MC1~MC12 (10) MC1~MC12 (6)
0.1~150 rpm 0.007 ~ 570 0.17 ~ 435
0.1~350 rpm 0.007 ~ 1330 0.17 ~1015 0.000166 ~ 49 (<150rpm) 0.000185 ~ 65 (<150rpm)
0.1~ 660 rpm 0.007 ~ 2280 0.17 ~1740
La bv Sel’IeS Real-time flow rate changeable by touching

External Control Schematic
Diagram

Display area fior setting parameter
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Display area for
dynamic working
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Flow rate peristaltic pump

350'32&;;;53:;' _ V Series Specifications

L’ s a—g (€ Flow rate range V1 0.000166 - 570 ml / min
Flow rate range V3 0.000166 - 1330 ml/ min
Flow rate range V6 0.000166 - 2280 ml/ min
Speed range 0.1 - 600rpm
Back suction angle 0 ~ 360°
Flow rate accuracy <+0.5%

0.8~1.0 mm ;0.1 Mpa

Outlet pressure
1.6 ~2.4mm;0.1~0.27 Mpa

V Se ries Display Industrial grade 4.3"LCD touch screen
— Control method Touch screen & Mechanical keypad
= 304 Stainless steel housing, resisting Keypad lifetime 300,000 times
corrosion. External speed control signal 0 - 5V, 0-10V, 4-20mA for option
= |ndustrial grade 4.3” true colour Start/stop reversing signal Passive / Active switch signal
LCD touch screen control. Communication interface RS232, RS485 support MODBUS
= Dynamic display, flow rate data in the Output interface Open controller output
same screen. Powersupply AC 220V + 10% 50Hz/60Hz (Standard)
- 3tVtP6_0f Wf(_)rk:jntq mog(e: fixed Vot!ume Dimension (LxWxH) 219.6mm X 152mm X 211.6mm
metering fxedme & olume, inr g Lo
Power consumption <50 W
Condition temperature 0~ 40°C
IP rate IP 31

Product composition and flow rate range

YZ1515x YZ2515x MC1~MC12(10) MC1~MC12 (6)
0.1~ 150 rpm 0.007 ~ 570 0.17 ~ 435
0.1~ 350 rpm 0.007 ~ 1330 0.17~ 1015 0.000166 ~ 49 (<150rpm) | 0.000185 ~ 65 (<150rpm)
0.1~ 660 rpm 0.007 ~ 2280 0.17 ~ 1740
Real-time flow rate
V Series cHangesti Y louchiog :;:';::;:u

External Control Schematic

Diagram 20150331 {000 w0
Display area for
_ dynamic working
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Flow rate peristaltic pump

stainle:s steel

lousing

1304 l . o
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EEIEAV6 Series

= 304 Stainless steel housing, resisting
corrosion.

= |arge flow rate, high precision control,
intelligent control of liquid transfering.

= Servo motor Model, high accuracy &
strong driving dorce.

® |ntelligent calibration function and
online micro adjusting function.

200
1
|
231

223 _
286

V6-3L

V6 Series Specifications

Flow rate range V6-3L

0.221 - 3600 ml/ min

Flow rate range V6-6L

0.3 - 6000 ml/ min

Flow rate range V6-12L

0.00069 - 12L / min

Speed range 0.1 -600rpm
Speed resolution 0.01 rpm
Flow rate resolution 0.01 ml
Flow rate accuracy <+0.5%
Back suction angle 0 - 360°
Outlet pressure 0.3 Mpa

Motor type

Servo motor

Display

4.3" color LCD display

Control method

Touch screen & Mechanical keypad

Keypad lifetime

300,000

External speed control signal

0-5V, 0-10V, 4-20mA for options

Start/stop, direction signal

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

Output interface

Open-collector output

Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

V6-3L Dimension

223 mm X 152 mm X 200 mm; 5.02kg

V6-6L Dimension

283 mm X 192 mm X 218 mm; 7.85kg

V6-12L Dimension

302 mm X 222 mm X 275 mm;13.14kg

Product composition and flow rate range

Environment temperature 0 - 40°C
Relative humidity < 80%
IP rate IP 31
, . 1 1
— < | . i 5 ™
5 & li | &~ l L]
o 15 1 -
— = 1 I = : ' ] i - ',__-
192 _ X 283 4| - - . iy 302 -
I 347 " 394 N
V6-6L V6-12L

Motor Type Pump Head Tubing Size Speed Range (rpm) Flow Rate (ml/min)
Vé - 3L Servo motor DZ25 - 3L #15, #24, #35, #36 0.1~ 600 0.211 ~ 3600
Vé - 6L Servo motor DZ25 - 6L #15, #24, #35, #36 0.1~ 600 0.3 ~ 6000
V6 -12L Servo motor YZ35 #26, #73, #82 0.1~ 600 0.69 ~ 12000
Real-time flow rate
] changeabie by fouching Display area for
Vé Series - stting paraineler

External Control Schematic
Diagram
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Flow rate peristaltic pump

Lab-IV Series Specifications

Outlet pressure 0.14 ~ 0.27 Mpa

3

Motor type Servo Motor

RS232, RS485 support MODBUS

Communication interface LabM-IV: RS232(standard)

Power supply AC 220V + 10% 50/60Hz (Standard)
Dimension 261.4mm X 157.3mm X 236.9mm
Weight 4.40 kg
Power consumption <80 W
- Condition temperature 0~ 40°C
Lab-lv Serles Relative humidity <80 %
— IP rate P31

ABS engineering plastic housing,

anti-corrosion, anti-static. Product composition and flow rate range

= Servo motor control, more strong

X Model | Pump Head | Speed (rpm) | Tubing Size | Flow Rate
& precise.
LabV-IV 0.1-600 0.3423~6663
= Large flow rate range with UC25 LabF-IV 72000 34230603
Pump Head. uczs #15, #24, #35, #36
LabN-IV 0.1-600 0.3423~6663
® Mainly for laboratory use. LabM-IV 0.5 - 600 1.7115~6663

Model Comparison

Models Display Operating Mode External Control Signal Output Interface
Intelligent 4.3" Industrial Touch screen Extern_al speed control 5|gn§l: 0-5\_/, U-1IOV, 4-20mA open-collector
LabV-IV flow rate true color LCD + for options; start/stop: Passive switch signal, such as output
type Mechanical Keys | foot petal; active switch signal: 5V (Standard)
Intelligent . . Touch screen . . .
LabF-1V dispensing 4.3" Industrial . Start/stop: passive switch signal, such as foot petal; open-collector
true color LCD . Active switch signal: 24V (Standard), 5V, 12V (Optional) output
type Mechanical Keys
External speed control signal: 0-5V, 0-10V, 4-20mA open-collector
LabN-IV Standard Type 3.2" LCD Mechanical Keys | for options; start/stop: Passive switch signal, such as P output
foot petal; active switch signal: 5V (Standard) P
External speed control signal: 0-5V (Standard), 0-10V,
LabM-IV Basic type 3 Digital LED | Mechanical Keys | 4-20mA (Optional); start/stop: Passive switch signal, No
such as foot petal; active switch signal: 24V (Standard)

Lab-IV Series

External Control Schematic

Diagram
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Flow rate peristaltic pump

Lab2015 Glory Edition Specifications

Flow rate range

0.000166 - 380 ml/ min

Speed range 0.1-100rpm
Speed resolution 0.001 rpm
Flow rate resolution 0.01 pL
Flow rate accuracy <+0.5%
Back suction angle 0 ~ 360°

Outlet pressure

0.8~ 1.0 mm ;0.1 Mpa
1.6 ~2.4mm;0.1~0.27 Mpa

Motor type

Stepper motor

[N Lab2015

Display

4.3" Industrial grade true color LCD

Control method

Touch screen & Mechanical keypad

ABS engineering plastic housing, Keypad lifetime

300,000 times

anti-corrosion, anti-static. Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

4.3"” Color touch screen display

Dimension (LxWxH)

261.4mm X 157.3mm X 236.9mm

3 type of working mode: fixed volume

metering, fixed time & volume, timer
start and stop for different application.

Intelligent calibration function and

online micro adjusting function.

Weight 4.40 kg
Power consumption <50 W
Condition temperature 0~ 40°C
Relative humidity < 80%
IP rate IP31

Product composition and flow rate range

Pump Head Tubing Size Flow rate (ml /min)
YZ1515x #13, #14, #19, #16, #25, #17, #18 0.007 ~ 380
YZ2515x #15, #24 0.17 ~ 290
0.1~100 rpm
MC1~MC12(10) ID: 0.13mm ~ 3.17 mm 0.000166 ~ 32
MC1-MC12(6) Wall Thickness: 0.8 mm ~ 1 mm 0.000185 ~ 42
Real-time flow rate changeatle by tsuching
Display area for setting parameter

Lab2015 Glory edition

Dimension drawings

Display area for
dynamic working

Display area for

FURRING parameter
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Dispensing peristaltic pump

LabF Series Specifications

Flow rate range LabF1

1.7 - 435 ml/ min

Flow rate range LabF3

0.00166 - 1330 mL/ min

Flow rate range LabFé

0.00166 - 2880 ml/ min

Speed range

1-600rpm

Speed resolution

0.01 rpm

Repetition

1-9999 times, “0” is unlimited

Back suction angle

0-360°

Outlet pressure

0.3 Mpa

Motor type

Stepper motor

LabF Series Display

Industrial grade 4.3” color LCD display

Control method

Touch screen & Mechanical keypad

Keypad lifetime

300,000

ABS engineering plastic housing, - - -
anti-corrosion, anti-static. Start/stop, direction signal

Passive / Active switch signal

= 4.3” Color touch screen display Communication interface

RS232, RS485 support MODBUS

Output interface

Open controller output

= 3 type of working mode: fixed volume
metering, fixed time & volume, timer Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

start and stop for different application. Dimensions

261 mm X 157 mm X 236 mm; 4.40kg

= Intelligent calibration function and Power consumption

< 50W

online micro adjusting function. Environment temperature

0-40°C
Relative humidity <80%
IP rate IP 31

Product composition and flow rate range

YZ1515x YZ2515x MC1~MC12 (10) MC1~MC12 (6)
0.1~ 150 rpm 0.07 ~ 570 0.17 ~ 435
0.1~ 350 rpm 0.07 ~ 1330 0.17 ~ 1015 0.000166 ~ 49 (<150rpm) 0.000185 ~ 65 (<150rpm)
0.1~ 600 rpm 0.07 ~ 2280 0.17 ~ 1740
LabF SerIeS Real-time flow rate changeable by touching

External Control Schematic
Diagram

Display area for
dynamic working
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Dispensing peristaltic pump

[ stainle’.s’s steel
304 lousing

F Series

q3

= 304 Stainless steel housing, resisting

corrosion.

® |ndustrial grade 4.3” true colour

LCD touch screen control.

= Dynamic display, flow rate data in the

Ssame screen.

= 3 type of working mode: fixed volume
metering, fixed time & volume, timer
start and stop for different application.

LabF Series Specifications

Flow rate range F1

0.00166 - 570 ml/ min

Flow rate range F3

0.00166 - 1330 mL/ min

Flow rate range F6

0.00166 - 2880 ml/ min

Speed range

1-600rpm

Speed resolution

0.01 rpm

Repetition

1-9999 times, “0” is unlimited

Back suction angle

0-360°

Outlet pressure

0.3 Mpa

Motor type

Stepper motor

Display

4.3" Industrial grade colour display

Control method

Touch screen & Mechanical keypad

Keypad lifetime

300,000

Start/stop, direction signal

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

Output interface

Open controller output

Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

Dimensions

219 mm X 152 mm X 211 mm; 4.20kg

Power consumption

< 50W

Environment temperature 0 - 40°C
Relative humidity <80%
IP rate IP 31

Product composition and flow rate range

YZ1515x YZ2515x MC1~MC12 (10) MC1~MC12 (6)
1~150 rpm 0.07 ~ 570 1.7 ~ 435
1~350 rpm 0.07 ~ 1330 1.7 ~1015 0.000166 ~ 49 (<150rpm) 0.000185 ~ 65 (<150rpm)
1~600rpm 0.07 ~ 2280 1.7 ~1740
Real-time flow rate
changeable by touching Display area for
setting parameter
LabF Series
External Control Schematic
Diagram Display area for
dynamic working
S e o
S8 8 2 é 2 ¢ § ’é 'é — changeable by touching
3 running parameter
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Dispensing peristaltic pump

F6 Series Specifications

[ s(ainle’.sls steel
304 lousing

Flow rate range F6-3L

22.1 - 3600 mL/ min

Flow rate range F6-6L

3.0 - 6000 ml/ min

Flow rate range F6-12L

0.0069 - 12L / min

Speed range

1-600rpm

Speed resolution

0.01 rpm

Repetition 1-9999 times, “0” is unlimited
Back suction angle 0 - 360°
Outlet pressure 0.3 Mpa
Motor type Servo motor
- Display Industrial grade 4.3” color LCD display
F6 Series

Control method

Touch screen & Mechanical keypad

Keypad lifetime 300,000

m 304 Stainless steel housing, resisting
corrosion.

Start/stop, direction signal

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

= Suitable for large flow rate, high
efficiency, high precision filling.

Output interface

Open-collector output

Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

m Servo motor Model, accurate control,
strong driving force.

F6-3L Dimension

223 mm X 152 mm X 200 mm; 5.02kg

F6-6L Dimension

283 mm X 192 mm X 218 mm; 7.85kg

f6-12L Dimension

302 mm X 222 mm X 275 mm;13.14kg

Environment temperature 0 - 40°C
Relative humidity < 80%
IP rate IP 31
i 1 . 00
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F6-3L

Product composition and flow rate range

Motor Type Pump Head Tubing Size Speed Range (rpm) Flow Rate (ml/min)
F6 - 3L Servo motor Dz25 - 3L #15, #24, #35, #36 0.1~ 600 2.11 ~ 3600
F6 - 6L Servo motor DZ25 - 6L #15, #24, #35, #36 0.1~ 600 3 ~ 6000
F6-12L Servo motor YZ35 #26, #73, #82 0.1~ 600 6.9 ~ 12000
Real-time flow rate
ch j@able by louchi I
F6-3L = |"’ O e
—

Display panel & External
Control for F6-3L
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Dispensing peristaltic pump

IF

3 Series Specifications

Flow rate range

0.1 - 4340 ml/ min

stainless steel
!304 Housing ) _, , c €

Speed range

1-350rpm

Speed resolution

0.01 rpm

Repetition

1-9999 times, “0” is unlimited

Back suction angle

0-360°

Outlet pressure

0.3 Mpa

Motor type

Stepper motor

Display

4.3" Industrial grade colour display

Control method

Touch screen & Mechanical keypad

Keypad lifetime

300,000

Start/stop, direction signal

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

304 Stainless steel housing, resisting
corrosion.

Output interface

Open controller output

Low pulsation pump is special for high

precision filling.

= Servo motor Model, high pulsation, low

pulsation dispensing peristaltic pump.

= New flow rate mode can be used for

continous transferring.

Power supply AC 220V + 10% 50Hz/60Hz (Standard)
Dimension 379mm X 192mm X 247mm

Power consumption < 50W

Environment temperature 0 - 40°C

Relative humidity < 80%

IP rate IP31

= Adaptive pressure tubing space.

= Achieving high precision dispensing
of micro flow rate.

Product composition and flow rate range

Motor Type Pump Head

Tubing Size

Speed Range (rpm)

Flow Rate (ml/min)

DY15
IF3 Servo motor

#13, #14, #19, #16, #25, #17, #18

DY25

#15, #24, #35, #36

0.1~3337
1~350

4.2 ~ 4340

IF3

External Control Schematic

Display area for

Display area for
dynamic working

Display area for
running parameter

Diagram
3
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1 2 3
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Display area for
setting parameter

dispensing volume

2014/05/36 10400 AM

Function setting
area changeable by
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Volume dispensing interface
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Vol.Dis Speed Mode
Voluma Run time Pauso time a0 Aun Time Pause Time
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Speed dispensing interface

Repeat numbers interface




Standard peristaltic pump

Ce

LabM Series Specifications

Flow rate range LabM1

0.000829 ~ 570 ml/ min

Flow rate range LabM3

0.000829 ~ 1330 mL/ min

Flow rate range LabMé6

0.000829 ~ 2280 ml/ min

0.1 rpm when the speed is 0-100 rpm

Speed resolution :
1 rpm when the speed is 100-600 rpm

0.5s ~ 999s

Testing time range

0.1 Mpa (0.8mm ~ 1.0mm tubing)

0.1 ~0.27 Mpa (1.6mm ~ 2.4mm tubing)
3 digital LED

Mechanical keypad

300,000 times

0-5V, 4-20 mA (standard)

Passive/ Active switch signal (24V)
RS232 (Standard), RS485 (Optional)

AC 220V + 10% 50Hz/60Hz (Standard)

Outlet pressure

Display

Control method

LabM Series

Keypad lifetime

External speed control signal

= ABS engineering plastic housing,
anti-corrosion, anti-static.

= 3 Digital LED Display.

Start/stop direction signal

Communication interface

Power supply

= Timing function range of 0.5 seconds

Dimension 261.4 mm X 157.3mm X 236.9mm

to -999 seconds.

N Weight 4.40 kg
m Full speed button with filling and -

emptying functions. Power consumption < 50W
Condition temperature 0~ 40°C
Relative humidity < 80%
IP rate IP31

Product composition and flow rate range

YZ1515x YZ2515x MC1~MC12 (10) MC1~MC12 (6)
0.5 ~ 150 rpm 0.035 ~ 570 0.85 ~ 435
0.5 ~ 350 rpm 0.035 ~ 1330 0.85 ~ 1015 0.000829 ~ 49 (<150rpm) 0.000925 ~ 65 (<150rpm)
0.5 ~ 600 rpm 0.035 ~ 2280 0.85 ~ 1740
LabM Series
—
External Control Schematic
Diagram
BBEEEEEEERERRRRREEEE speaco
> : 2 g o ° Slow down
1 2 3 4 5 6
External control
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Standard peristaltic pump

stainless steel
30 Housing
— - -

N6 Series

m 304 Stainless steel housing, resisting

corrosion.

= Servo motor Model, powerful and

maintenance-free.

= 3 digital LED display motor speed,

rotary encoded swtich control.

m Suitable for industrial sites, transfer
liquid with large flow and precision.
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N6-12L

Né Series Specifications
Flow rate range N6-3L

0.211 ~ 3600 ml/ min
0.3 ~ 6000 ml/ min
0.00069 ~ 12L / min

Flow rate range Né6-6L

Flow rate range Né6-12L

Speed range 0.1-600 rpm

Speed resolution 0-100rpm, 0.1rpm; 100-600rpm, 1rpm
Flow rate accuracy <+0.5%

Outlet pressure 0.3 Mpa

Servo motor

3 digital LED
Mechanical keypad
300,000 times

Motor type

Display

Control method

Keypad lifetime

Speed control Rotary encoded switch

0-5V (Standard);0-10V,4-20mA optional
RS232 (Standard), N232 protocol

AC 220V + 10% 50Hz/60Hz (Standard)
223mm X 152mm X 168mm; 5.02kg
283mm X 192mm X 218mm; 7.85kg
302mm X 222mm X 275mm; 13.14kg

< 80W; <180W; <300W

0~ 40°C

IP31

External speed control signal

Communication interface

Power supply
N6-3L Dimension
N6-6L Dimension
N6-12L Dimension

Power consumption

Condition temperature

IP rate

Né6-3L

Product composition and flow rate range

Motor Type Pump Head Tubing Size Speed Range (rpm) Flow Rate (ml/min)
N6 - 3L Stepper / Servo motor Dz25-3L #15, #24, #35, #36 0.1~ 600 0.2.11 ~ 3600
N6 - 6L Servo motor DZ25 - 6L #15, #24, #35, #36 0.1~ 600 0.3 ~ 6000
N6 - 12L Servo motor YZ35 #26, #73, #82 0.1~ 600 0.69 ~ 12000
N6 Series Left/right switch key

External control input ports

15 pin connector & PLC, HMI

Timing test key

Digital knob
speed adjusting

Running status

indicator light Start/stop

switch key
External
control
mode ke

External control
indicator light




Basic peristaltic pump

BT-N Series

= Plastic coated metal housing,

compact structure.

= Timing range function from

0.5s -999s for simple dispense.
= Support RS232, RS845 protocol

or standard MODBUS (RTU)

BT-N Series Specifications

Flow rate range BT-100N

0.000829 - 570 ml/ min

Flow rate range BT-300N

0.000829 - 1330 ml/ min

Flow rate range BT-600N

0.000829 - 2280 mL / min

Speed range

1-600rpm

Testing time range

0.5s - 999s

Outlet pressure

0.8 mm ~ 1.0 mm: 0.1 Mpa

1.6 mm ~ 2.4 mm: 0.1 Mpa ~ 0.27Mpa

Display

LED Display

Control method

Touch screen & Mechanical keypad

Keypad lifetime

300,000 times

External speed control

0-5V(Standard); 0-10V,4-20mA optional

Relative humidity

< 80%

Start/stop, direction signal

Passive / Active switch signal

Reversing signal

Active switch signal: 5v, 12V, 24V

Communication interface

RS232(Standard), N232 protocol

Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

Dimension 183 mm X 131 mm X 194 mm
Weight 4.20 kg

Power consumption < 50W

Environment temperature 0 - 40°C

IP rate IP 31

Product composition and flow rate range

YZ1515x YZ2515x MC1~MC12 (10) MC1-MC12 (6)
0.5~ 150 rpm 0.035 ~ 570 0.85~ 435
0.5 ~ 350 rpm 0.035 ~ 1330 0.85~ 1015 0.000829 ~ 49 (<150rpm) 0.000925 ~ 65 (<150rpm)
0.5~ 600 rpm 0.035 ~ 2280 0.85 ~ 1740
BT-N Series

Display panel & Dimension
drawing

Display lamp of external mode/operation mode

LED date display

External control test

Left/Righe reversal

StarvStop

Acceleration/deceleration

60 seconds test



Basic peristaltic pump

BT-M Series Specifications

Flow rate range BT-100M

0.00166 - 570 ml/ min

e Flow rate range BT-300M

0.00166 - 1330 ml/ min

' Flow rate range BT-600M

0.00166 - 2280 ml/ min

Speed Resolution

0rpm-100 rpm: 0.1 rpm

100 rpm - 600 rpm: 1 rpm

Outlet pressure

0.8 mm ~ 1.0 mm: 0.1 Mpa
1.6 mm ~ 2.4 mm: 0.1 Mpa ~ 0.27Mpa

Back suction angle

0 - 360° (Optional)

Display

3 Digital LED

Control method

BT-M Series

Toggle switch + Rotary encoded switch

Kaypad lifetime

300,000 times

External speed control signal

0-5V, 4-20mA(Standard);0-10V optional

= Plastic coated metal housing, Ser VB et G

TTL level signal

compact structure.
Communication interface

RS485(0ptional); MODBUS protocol

= Timing range function from

0.55 -999s for simple dispense. Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

= Support R$232, RS845 protocol BT100-M Dimension

234 mm X 144 mm X 140 mm; 3.6kg

or standard MODBUS (RTU) BT300-M Dimension

254 mm X 185 mm X 149 mm; 4.64kg

BT600-M Dimension

254 mm X 185 mm X 149 mm; 4.64kg

Power consumption < 50W
Environment temperature 0 - 40°C
Relative humidity < 80%
IP rate IP 31

BT-100M

Product composition and flow rate range

BT-300M & BT-600M

YZ1515x YZ2515x MC1~MC12 (10) MC1~MC12 (6)
1~150 rpm 0.07 ~ 570 1.7 ~ 435
1~350rpm 0.07 ~ 1330 1.7 ~1015 0.000166 ~ 49 (<150rpm) 0.000185 ~ 65 (<150rpm)
1~600rpm 0.07 ~ 2280 1.7 ~1740
BT-M Series

— Display Screen

3 digital LED display motor
speed.

Control panel

Speed Adjusting Knob

Digital knob control the speed,
easy and convenient.

Direction Adjusting Knob

Toggle switch control start/stop
and direction.




Basic peristaltic pump

stainless steel
! 30 Housing

2G600x

m 304 Stainless steel housing, resisting
corrosion.

= Timing range function from
0.5s -999s for simple dispense.

= Support R5232, RS845 protocol
or standard MODBUS (RTU)

ZG600x Specifications

Flow rate range

414 - 12000 ml/ min

Speed range 60 - 600 rpm

Rotation direction Reversible

Speed Resolution 1rpm

Flow rate accuracy < +0.5%

Outlet pressure 0.3 Mpa

Motor type DC motor

Display 4 bit LED showing current speed

Speed control

Multiturn potentionmeter control

External speed control signal

0-5V, 4-20mA(Standard);0-10V optional

Start/stop, direction signal

TTL level signal

Power supply

AC 220V + 10% 50Hz/60Hz (Standard)

Dimension 328 mm X 234 mm X 228 mm
Weight 17 kg

Power consumption < 300W

Environment temperature 0 - 40°C

Relative humidity < 80%

IP rate IP 31

23

Product composition and flow rate range

azs

421

Pump Head Tubing Size Speed Range (rpm) Flow Rate (ml/min)
YZ35, YZ35-PPS #26, #73, #82 60 ~ 600 414 ~12000
ZG600x
2 xYZ35, 2 x YZ35-PPS #26, #73, #82 60 ~ 600 (each channel) 414 ~12000
ZG600x

Control panel

speed.

Display Screen

4 digital LED display motor

Speed Adjusting Knob

Digital knob control the speed,
easy and convenient.

Direction Adjusting Knob

Toggle switch control start/stop
and direction.




Desktop Filling System

stointess steel KF300 Specifications
Housing
l-?a , Ce Speed range 1-300 rpm / min
Repetition 1-9999 times, “0” is unlimited
ﬁ} Back suction angle 0 - 360°
) el . Flow rate accuracy <+0.5%
Filling units 1 - 32 units
Display 4.3" industrial grade color LCD Display
| Keypad lifetime 300,000 times
I- Control mode Touch screen and mechanical keypad
== Start/stop, direction signal Passive/ Active switch signal
KF300 Output interface Open-collector output
Communication interface RS485 support MODBUS protocol
I
. . o Power supply AC 220V + 10% 50Hz/60Hz (Standard)
= 304 Stainless steel housing, resisting - .
corrosion. Condition temperature 0-40°C
. Relative humidit 80%
= |ntergrated design, controler control a dity SR
up to 1-32 units. IP rate IP31
= Compact structure, compact size,
beautiful appearance and saving space.
® Suitable for high precision micro
liquids filling in laboratory.
o 340 o e 203 =

A
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Display area for Display area for

dispensing volumn setting parameter
KF300
—
External Control Schematic 2012/07/2p 10:00 AN
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Dispensing volume interface Dispensing time and pause time interface Copy numbers interface



Split-Type Filling System

stainle;s steel C E
!304 lousing I

EXEEN CF350 Series

= 304 Stainless steel housing, resisting

corrosion.

= Servo motor Model, easy installation

& space-saving.

CF350 Series Specifications

Speed range 1-350 rpm

Dispensing time 0.5s - 9999.99s

Dispensing volume resolution 0.001 ml

Time resolution 0.01s

Repetition 1-9999 times, “0” is unlimited
Back suction angle 0 - 360°

Dispensing accuracy < +0.5%

Motor type Servo motor
Circuit system DF-CIR
Control system DF-EMB

Display

4.3" industrial grade true color LCD

Control method

Touch screen & mechanical keypad

Start/stop direction

Passive / Active switch signal

Output interface

Open collector output

Relative humidity

< 80%

= Use low pulsation pump head to Power supply AC 220V + 10% 50Hz/60Hz (Standard)
reduce the pulsation of the fluid Dimension 283 mm X 192 mm X 196 mm
ffectively. -
ettectively Weight 7.8 kg
® Suitable for micro volume high Power consumption Each filling unit is < 180W
precision filling. -
Environment temperature 0 - 40°C
IP rate IP 31

Product composition and flow rate range

Motor Type Pump Head Tubing Size Speed Range (rpm) Flow Rate (ml/min)
CE350 & DY15 #13, #14, #19, #16, #25, #17, #18 0.1~ 3337
CF350 Plus Servo motor 1~350
DY25 #15, #24, #35, #36 4.2 ~ 4340

*The pump type suffixed with “Plus” Support MODBUS communication protocol

Display area for
dispensing valumn

Display area for
setting parameter

CF350 Series

External Control Schematic
Diagram Display area for
n_!ynamlqworking_

@“mnoml
T

i Function setting area
s 8 9=z g 5 = o Display area for
286 % § e 3 33 running paramete Disp Vol 10,00 ml changeatie by
= Disp. Time 120 & touching
| E— _ | I Pause Time 500 s
1 2 3 Copy CNT 250100

Disp.vol. [10mL ]
7 ['8 [ o=}
Jaddud =
Jaddul

Dispensing volume interlace

Copy oNT [100 ]

Dispansing time and pause lime inberfsoe

Copy numbers inbertace



Split-Type Filling System

[ stainleljs steel
3 0 4 lousing

£

EXEEN CF600 Series

= 304 Stainless steel housing, resisting
corrosion.

= Split design, adds or remove unit
freely.

= One controller is able to control up
to 16 filling units.

= Each filling unit has bottle sensor.

CF600 Series Specifications

Speed range 1-600 rpm

Dispensing time 0.5s - 9999.99s

Dispensing volume resolution 0.01 ml

Time resolution 0.01s

Repetition 1-9999 times, “0” is unlimited
Back suction angle 0 - 360°

Dispensing accuracy < +0.5%

Motor type Stepper motor
Circuit system DF-CIR
Control system DF-EMB

Display

4.3" industrial grade true color LCD

Control method

Touch screen & mechanical keypad

Start/stop direction

Passive / Active switch signal

Output interface

Open collector output

Relative humidity

< 80%

Power supply AC 220V + 10% 50Hz/60Hz (Standard)
Dimension 237.4 mm X 152 mm X 158 mm
Weight 4.2 kg

Power consumption Each filling unit is < 50W
Environment temperature 0 - 40°C

IP rate IP 31

Product composition and flow rate range

Motor Type Pump Head Flow rate(ml/min) Dimensions Power consumption Weight
CF600 & YZ1515x 0.07 - 2280
CF400 PL Stepper motor 237.4mm X 152 mm X 158 mm Each unit <50W 4.2 kg
us YZ2515x 1.7 - 1740
CF600 11 & .
CF600 Plus Il Stepper motor DZ25-3L 2.11 - 3600 237.4 mm X 152 mm X 158 mm Each unit <80W 4.95 kg
CF600 1l & .
CF600 Plus IIl Servo motor DZ25-6L 3.0 - 6000 283 mm X 192 mm X 196 mm Each unit <180W 7.8 kg
YZ35 6.9 - 12000
CRe00 IV & Servo motor 310 mm X 228 mm X 248 mm Each unit <300W 11.9 kg
CF600 Plus IV YZ35-PPS 6.9 - 12000

*The pump type suffixed with “Plus” Support MODBUS communication protocol

CF600 Series

External Control Schematic
Diagram

Display area for
dispensing valumn

Display area far
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Integrated Filling System

stainless steel
! 3 0 Housing

q3

0;

EXEN DF350 Series

304 Stainless steel housing, resisting
corrosion

Servo motor drive, precision control

Intergrated design, one controller can
control 4 groups (16) filling units

Use low pulsation pump head to
reduce the pulsation of fluid

Suitable for micro volume high
precision filling

DF350 Series Specifications

Speed range 1-350 rpm

Dispensing time 0.5s - 9999.99s

Dispensing volume resolution 0.01 ml

Time resolution 0.01s

Repetition 1-9999 times, “0” is unlimited
Back suction angle 0 - 360°

Dispensing accuracy < +0.5%

Motor type Servo motor
Circuit system DF-CIR
Control system DF-EMB

Display

4.3" industrial grade true color LCD

Control method

Touch screen & mechanical keypad

Start/stop direction

Passive / Active switch signal

Output interface

Open collector output

Relative humidity

< 80%

Power supply AC 220V + 10% 50Hz/60Hz (Standard)
Dimension 910 mm X 290 mm X 212 mm
Weight 41.45 kg

Power consumption Each filling unit is < 180W
Environment temperature 0 - 40°C

IP rate IP 31

Product composition and flow rate range

Tubing Size

#13, #14, #19, #16, #25, #17, #18

Motor Type Pump Head
DF350 & Servo motor oY
DF350 Plus DY25

#15, #24, #35, #36

Speed Range (rpm)

Flow Rate (ml/min)

0.1~3337
1~350

4.2 ~ 4340

*The pump type suffixed with “Plus” Support

DF350 Series

External Control Schematic

Diagram
w|ala]=]=]a]a]=]=]=
258285283 c5¢8
s © © o & o 33
3
o

MODBUS communication protocol
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dispensing volumn

Display area far
dynamic working

Display area for
running paramete

Digp. Time
Pause Time

:

N N W

%

Copy CNT

Disp.Vol. (1I0mL ]

@1o.ooml
EEEE

10,00 ml
120 &

500 s
25100

Display area for
setting parameter

2012/07/2b 00 AR

Function setting area

changeable by
touching

CopyCNT (100 ]

(7 '8 1% oS
Jaddud

Dispensing volume interlace

Dadduld |

Dispansing time and pause lime inberfsoe

Copy numbers inbertace



Integrated Filling System

DF600 Series Specifications

stainless steel
l304 Housing Ce Speed range 1- 600 rpm
Dispensing time 0.5s - 9999.99s
Dispensing volume resolution 0.017 ml
Time resolution 0.01s
Repetition 1-9999 times, “0” is unlimited
Back suction angle 0 - 360°
Dispensing accuracy < +0.5%
Motor type Stepper motor
Circuit system DF-CIR
[XPEN DF600 Series | Conrotsystem
— Display 4.3" industrial grade true color LCD
= 304 Stainless steel housing, resisting Control method Touch screen & mechanical keypad
corrosion. Start/stop direction Passive / Active switch signal
= Stepper motor drive, precision control Output interface Open collector output
- . Relative humidit 80%
= Each filling unit has bottle detector Ive humidtty SR
. Power supply AC 220V + 10% 50Hz/60Hz (Standard)
= |ntergrated design, one controller can Di - 0 i
control 4 groups (16) filling units imension Aot 0 28 891D () 2 U i
= Suitable for micro volume high Weight 218 kg
precision filling Power consumption Each filling unit is < 50W
Environment temperature 0-40°C
IP rate IP 31

Product composition and flow rate range

Motor Type Pump Head Flow rate(ml/min) Dimensions Power consumption Weight
DF600 & YZ1515x 0.07 - 2280
DF400 PL Stepper motor 706 mm X 250 mm X 186 mm Each unit <50W 21.8 kg
us YZ2515x 1.7 - 1740
DF600 Il & .
DF600 Plus II Servo motor DZ25-3L 2.11 - 3600 706 mm X 250 mm X 186 mm Each unit <80W 21.8 kg
DF600 Il & )
DF600 Plus IIl Servo motor DZ25-6L 3.0 - 6000 9210 mm X 290 mm X 212 mm Each unit <180W 41.5 kg
YZ35 6.9 - 12000
DF600IV & Servo motor 1056 mm X 310 mm X 248 mm Each unit <300W 58.6 kg
DF600 Plus IV YZ35-PPS 6.9 - 12000

*The pump type suffixed with “Plus” Support MODBUS communication protocol

DF600 Series

mm e e || e e .| .| Display area for Display area for
— Sc8cEgozZcCe dispensing valumn setting parameter
External Control Schematic 8- =~ 5%
Xterna ontrol schematic H
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Industrial peristaltic pump

J25 (S

Roller components graph

J25

Aluminium alloy shell, 304 stainless = -
steel rollers, long lifetime, corrosion —
resistant. —

AC Motor, big flowrate and high
pressure, suitable for high viscocity

and high lift liquid.
J a Product composition and flow rate range

Frequency adapter to adjust speed
and flow rate.

. Cont. [Interm.
Pump Head | Power Supply | Power| Speed | Size | Flow Rate |P?:ssure :r:sr::re

. . . . #88 [1.0 - 12L/min
Suitable for Bio-chemical, Chemical DZ45 AC380V/50Hz | 370W |30 - 350 0.25 mpa| 0.3 mpa | 30 kg

industry and environmental. #92 [3.0 - 35L/min

e =]

230

424

EXP600 Explosion Proof Peristaltic Pump Specifications

Speed range 180 - 600 rpm
Speed control Manual stepless speed regulation
Voltage AC3 phase 380V
Dimension 424mm X 230mm X 330mm
EXP600 Weight 0K
— Condition temperature 0 ~ 40°C
Stgpless speed regulation, speed Relative humidity < 80%
adjustable manually. -
Explosion proof rate ExdUBT4 Gb
High performance, stable flow rate, IP rate P31
high torque and low noise, suitable
for various pump head and tubing. Product composition and flow rate range
Suitable for industrial site with safe AR | AP WG | UIEEg) S | oMiRate
and explosion proof requirements. YZ1515x #13, #14, #19, #16, #25, #17, #18 12.6 - 2280
Suitable for Bio-chemical, Chemical YZ2515x #15, #24 306 - 1740
industry and environmental. YZ35 #26, #73, #82 1242 - 12000
EXP600 DZ25-3L #15, #24, #35, #36 379.8 - 3600
DZ25-6L #15, #24, #35, #36 540 - 6000
SN15 #14, #16 43.2 - 528
SN25 #24 450 - 1500




Industrial peristaltic pump

stainless steel 3]
3 0 4 Housing c E
L’ f &

215

I_ 272

QD600 Explosion Proof Peristaltic Pump Specifications

Speed range 180 - 600 rpm
Display Display air pressure
Speed control Stepless speed refulation
Control function Gas reversing valve control
QD600 Working air pressure 0.1-0.4 Mpa
— Gas consumption 4L/ Second
= 304 Stainless steel housing, resisting Dimensions 266mm X 272mm X 230mm
corrosion. Dimension (Non-working) 356mm X 152mm X 230mm
. . . .
(I:;elumatlc motor driver, gas driving, Weight 41 kg
plosion-proof and safe.
. i 80 W
= Stepless speed regulation, manual Powe.r.consumptlon :
control flow valve with overload Condition temperature <0-40°C
protection function. IP Rating P31
= Barometer for convenient pressure .
value checking. Product composition and flow rate range
= Suitable for inflammable, explosive Speed Y21515x Y22515x MC1-~Mc12(10)

industrial site. 60 ~ 600 rpm 5 - 2280 100 - 1740 0.111 - 65 < 150 rpm 120 - 3600

248 - -

SC600 Explosion Proof Peristaltic Pump Specifications

Speed range 0-350rpm/0-1200 rpm
SC600 Dimension 243mm X 120mm X 280mm
— Weight 2.1 kg
= Suitable for easy load pump head, Working condition Outdoor, indoor
simple operation and easy to wash. Power supply AC220V 50/60Hz
= Rechargeable power supply, portable Suction lift 8m
and suitable for non-electrical place. IP rating P31

= Suitable for high proportion and high
viscocity liquid, can collect liquid
which include solid, suction Lift can Product composition and flow rate range
reach 8meters.

Model Pump Head Tubing Size Flow Rate
= Suitable for emergency monitoring YZ1515x #13, #14, #19, #16, #25, #17, #18 0- 2280
and temporary water sampling, SC600 YZ2515 #15, #24 0 - 1740
portable water sampling and deep X ' )
water sampler. DZ25-3L #15, #24, #35, #36 0 - 3600




Industrial gear pump

LabG Series Gear Pump Specifications

Speed range

100 - 3000 rpm

Testing time range

0.1s - 999%h

Outlet pressure

< 0.5 Mpa

Motor type

DC Brushless motor

Granules liquid

Granules ID <€ 20 pm

Viscous liquid

Viscousity < 200 cSt

External control signal

0-5V, 0-10V, 4-20 mA for option

Start/stop directional signal

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

LabG Series Power supply AC 220V + 10% 50Hz/60Hz (Standard)
Dimension 261.4mm X 157.3mm X 236.9mm
with ABS engineering plastic Weight 4.4 kg
housing, streamlined body design. Power consumption < 100W
Brushless DC motor with high Condition temperature 0 - 40°C
efficiency and maintanance free. Relative humidity < 80%
The pump head is compact type IP Rating IP 31

stainless steel material, drived by

magnetic, low noise and no pulsation.  proqyct composition and flow rate range

Suitable for transferring viscous, high

- 19 Pump Head | Material | Flow Rate | Output Pressure | Fluid temperature
temperature and high pressure liquid.
MG204XDOPT0000 PEEK 27.7 ~ 830 -30°C ~ 100°C
MG204XDOTT0000 PTFE 27.7 ~ 830 -30°C ~ 50°C
MG209XDOPT0000 PEEK 56.67 ~ 1700 -30°C ~ 100°C
0.5 Mpa
MG209XDOTT0000 PTFE 56.67 ~ 1700 -30°C ~ 50°C
MG213XDOPT0000 PEEK 80 ~ 2400 -30°C ~ 100°C
MG213XD0TT0000 BiIEE 80 ~ 2400 -30°C ~ 50°C
Model Comparison
Models | Type | Display | Operating Mode | External Control Signal | Output Interface
Intelligent 43" Industrial Touch screen F_low rate/motor speed dlsplay: Fixed time and volume, open-collector
LabGV flow rate + Fixed volume measurement, Timer start and stop tout
true color LCD . } outpu
type Mechanical Keys | functions.
Intelligent . ’ Touch screen ) . . B "
. : 4.3 Industrial Input dispensing volume, dispensing time, repetition, open-collector
LabGF dispensing + -
true color LCD . for accuracy filling output
type Mechanical Keys
Motor speed and setting datas display in the same open-collector
LabGN Standard Type 3.2" LCD Mechanical Keys | screen, used for common transfering, support simple P
. . output
dispensing (0.1's - 9999 h)
LabGM Basic type 4 Digital LED Mechanical Kevs Display motor speed, used for common transferring, No
P 9 Y support for simple dispensing (0.5 s - 999s)
LabG Series

External Control Schematic
Diagram
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Industrial gear pump

with ABS engineering plastic
housing, streamlined body design.

Three type of motors are available:
stepper motor, servo motor, dc

LabP Series Gear Pump Specifications

Outlet pressure

< 0.69 Mpa

External speed control signal

0-5V, 0-10V, 4-20 mA

Start/ Stop

Passive / Active switch signal

Communication interface

RS232, RS485 support MODBUS

LabPV-L/LabPF-L/LabPM-L: Stepper motor

LabP Series

Motor type LabPV-M/LabPF-M/LabPM-M: Servo motor
LabPV-H/LabPF-H/LabPM-H: DC motor

Power supply AC 220V + 10% 50Hz/60Hz (Standard)

Weight 4.4 kg

Dimension 261.4mm X 157.3mm X 236.9mm

Power consumption

< 100W

Condition temperature 0 - 40°C
Relative humidity < 80%
IP Rating IP 31

brushless motor.

Optional 316 Stainless steel and die
casting aluminium piston pump head
material.

Suitable for transmission of high
temperature, high pressure liquid,
widely used in laboratories, industrial
and other places.

Model Comparison

Models

Speed Range

Type

Operating Mode

External Control Signal

Output Interface

Intelligent LabPV-L: 0.1 - 600 rpm Touch screen | Flow rate/motor speed display, Fixed time and volume, open-collector
LabPV flow rate LabPV-M: 0.1 - 1800 rpm + Fixed volume measurement, Timer start and stop output
type LabPV-H: 100 - 3000 rpm Mechanical Keys | functions.
TS e fe Ao feschiEcsl Input dispensing volume, dispensing time, and open-collector
LabPF | dispensing | LabPF-M: 1-1800 rpm + put dispensing > QISpENsing time, P
. repetition for accuracy filling. output
type LabPF-H: 100 - 3000 rpm| Mechanical Keys
LabPM-L: 0.5 - 600 rpm ) )
LabPM | Standard Type [LabPM-M: 0.5 - 1800 rpm | Mechanical Keys | D'SP\@Y motor speed, used for common transferring, No
support, simple dispensing (0.5s - 999s)
LabPM-H: 100 - 3000 rpm
LabP Series
—

External Control Schematic
Diagram
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